
Circular perforated gypsum board, can be produced continuous perforated or 
non-perforated perimeter upon request. It provides high sound absorption and 
contains zeolite for air cleaning effect.

CLEANEO (CIRCULAR PERFORATION)

▪ Air cleaning effect   
▪ Non-perforated perimeter or continuous perforation options  
▪ Esthetic designs
▪ High value of sound absorption

Standards referred to (Board Type)
EN 14190

Fields of Application
▪ Suspended ceilings
▪ Wall claddings

General Properties

Board Type Perforation Thickness 
(mm)

Weight 
(kg/m2)

Width 
(mm)

Length 
(mm)

Packaging 
(pcs./pallet)

Standard Circular 
Perforation

6 / 18 D

12,5

~ 9,4 1134 2394

25
8 / 18 D ~ 8,8 1134 2394

10 / 23 D ~ 8,8 1127 2392
12 / 25 D ~ 8,5 1150 2400
15 / 30 D ~ 8,4 1140 2400

Technical Properties

Board Type Perforation Perforation 
ratio (%)

Sound 
Absorption (α)

Dry Bending 
Radius "r" 

(mm)

Wet Bending 
Radius "r" 

(mm)
Edge Type

Standard Circular 
Perforation

6 / 18 D 8.7 0,45 - 0,5

≥ 3000 ≥ 2000 4SK
8 / 18 D 15.5 0,6 - 0,7

10 / 23 D 14.8 0,6 - 0,7
12 / 25 D 18.1 0,6 - 0,75
15 / 30 D 19.6 0,6 - 0,75 

System Performances
System performance values e.g. sound insulation,fire resistance etc. depends on the mentioned system and it's 
components which are used or recommended by Knauf. For more details visit, http://www.eteknik.knauf.com.tr, 
http://www.knauf.com.tr/sistemler.asp, http://www.knauf.com.tr/kataloglar.asp 

Ordering Terms
Minimum order quantity is 25 pieces. Please contact sales department for available product sizes other than the ones 
given on the table.

For quality certificates visit: http://www.knauf.com.tr/kalitebelgeleri.asp

For recommended price list visit: http://www.knauf.com.tr/fiyatlistesi.asp

Storage
▪ Boards should be stored on wooden pallets in a dry environment.
▪ If the boards are stored inside, max. 6 pieces on each other; outside max. 5 pieces on each 
other.
▪ Gypsum boards should be stored so as to prevent damage to the front faces of each 
boards during packaging.
▪ If the boards are stored outside, they must be covered with nylon or etc. 


