
AMF Ecomin Planet

Mineral based ceiling boards provide excellent acoustic values and fire 
protection.

Standards referred to (Board Type)
EN 13964

Storage
▪ Packages should be carried carefully.
▪ Packages should be kept on dry, clean and smooth surfaces. 
▪ Avoid water contact.

Fields of Application
▪ Modular suspended ceilings

General Properties

Edge Type Thickness          
(mm)

Weight                   
(kg/m2)

Width         
(mm)

Lenght                     
(mm) Colour Packaging 

(pcs./pallet)

Square Edge (SE) 13 3,6 600 600 RAL 9010 
White 18

Technical Properties
Sound absorption αw 0,55 ISO 11654
Sound absorption NRC 0,55 ASTM C 423
Thermal conductivity λ (W / mK) 0,052 - 0,057 DIN 52612
Light reflectance ≤ 80 %  
Building material class A2 - s1,d0 EN 13501 - 1
Humidity resistance ≤ 70%  

System Performances
For more details visit, http://www.eteknik.knauf.com.tr, http://www.knauf.com.tr/sistemler.asp, 
http://www.knauf.com.tr/kataloglar.asp 

Ordering Terms
Minimum order quantity is 1 package.

For quality certificates visit: http://www.knauf.com.tr/kalitebelgeleri.asp

For recommended price list visit: http://www.knauf.com.tr/fiyatlistesi.asp


