
Clip-in Modular Suspended Ceiling System
(Clip-in Carriers + Metal Panel)

Clip-in Modular suspended ceiling system is a concealed suspension system installed by using metal 
ceiling panels and Clip-in carriers.

Fields of Application									       
 Hiding the electric, sanitary etc. installations 
 Wet areas and humid spaces 
 Areas with acoustic requirements

Clip-In

Panel Type Metal

Concealed(Clip-in) edge section

Spacing between suspenders and Carrying Channels
Spacing of Carrying *

 Channels Spacing of Suspenders Spacing of Clip-in  Furring Channels
Thickness

0,4 mm mm mm

1200 1200 600 / 300
1200 1100 600 / 300

* Profiles which are suitable to metal gauge and other sizes according to TS EN 13964, are made of DX51D type steel sheets and 
galvanized with Z100. 
Clip-in carriers type 1: Additional to the determined properties above; ones with height 38,5 mm, width 12 mm, thickness 0,6 mm, 	
	 length 4000 mm
Clip-in carriers type 2: Additional to the determined properties above; ones with height 40 mm, thickness 0,5 mm, length 4000 mm. 
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Consumption (per m2)

Product Description Unit
Consumption

Panel Dimensions

60 x 60 cm 30 x 30 cm

Metal Substructure
Clip-in C Wall Angle     at the perimeter

m
0,80 0,80

Clip-in Carrier 2,5 3,83
Clip-in Splice Bar

pcs.

0,5 1,8
Press Spring 2 2
Clip-in Clips 1,4 2
Hanger Wire 0,70 0,70

Double Cleat 0,70 0,70

Dowel and Screws
Steel Dowel M6 x 50

pcs.
0,70 0,70

Plastic Dowel M8 0,4 0,4
YHB Nailable Plug 22 x 45 0,4 0,4

Panel
Clip-in Metal Panel        m2 1 1

Clip-in Modular Suspended Ceiling System

Note: The area of the analysed suspended ceiling is 5,20 x 4,80 = 25 m2. (Hanger spacing is 1200 mm)


